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Introduction:

The purpose of this research was to conduct a study to determine andI evaluate the potential of selected directionally solidified composite

eutectics as electron beam sources in cathodes and other important

technological applications. This project ccnsisted of an effort to

identify highly promising eutectic systems, then conduct synthesis

and/or electron emission experiments to characterize the behavior of

these materials.

In the search for promising eutectic systems made up of a transition

metal boride plus matrix, the following selected guidelines were

followed, in order of decreasing importance:

(1) The system, matrix/metal-boride, must be either binary or

pseudo-binary.

(2) The eutectic must have a small volume fraction of metal-boride

phase o assure a fibrous metal-boride phase).

(3) Metal-boride phase must melt at relatively high temperatures,

on the order of 1500 to 2000 C minimum.

(4) Metal-boride must have low electrical resistance.

(5) Metal-boride phase must have good field emission properties:I

low work function, resistant to ion bombardment, low vapor

pressure, no interactions with matrix which significantly

degrade field emission.

(6) The eutectic must produce aligned growth when directionally

~solidified.

_ _ _ _ _ _ _ _ _
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(7) Other factors: must have matching of metal-boride and matrix

thermal expansion coefficients, excessive volatility of matrix

should be avoided, etc.

On the basis of the above criteria and other considerations based on

experience, the following systems were selected for study:

(1) LaB 6 - B

(2) TiB2 - Fe, Ni

(3) LaB6 - Fe, Ni

(4) Fe2B - Fe

(5) LaB6 - Cu

In general, little information was available oi these boride systems;
other eutectics had been reported but even less was known of their

eutectic behavior. Therefore, the above compounds were selected as

most likely to yield a candidate cathode material during the course

of this project.

Approach Used for this Study:

The the several systems which were studied during this contract period,

the following general approach was decided upon.

(1) Setup and conduct screening experiments for selection of

eutectics for Directional Growth studie.

(2) Prepare apparatus and conduct Directional Growth experiments

with several possible eutectic compositions.
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(3) Conduct SEN, Microp-obe i'nd other analytical studies of the

above products. Particular emphasis was placed upon optical

study of polished sections to identify microstructural geometrics.

A
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THE SYSTEM LaB6 - B

INTRODUCTIONI Directionally solidified ceramic-ceramic or ceramic-metal systems

have a number of possible future applications because of the intimate

association of materials having different properties or extreme aniso-

tropy. Directional solidification of two or more phases would permit a

designer to choose the materials having optS, , roperties for a given

device in order to amplify the desired effects which would otherwise be

weak. There are possible optical and magnetic as well as electronic

applications which would benefit from the proparty enhancement provided

with directionally solidified materials.

As an example of one application of a directionally solidified b

material, Cochran, et al.l and Hill 2 at the Georgia Institute of Tech-

nology are presently investigating a low voltage field emission material

consisting of a directionally solidified array of tungsten rods in a

uranium dioxide matrix. They have demonstrated a current density capa-

2REbility of 30 A/cm from the multi-pin arrays, which is competitive with

the conventional thermionic cathodes presently being used. Field

emission characteristics depend on the value of the work function of

the emitting surface (assuming field enhancement of the tip is constant).

A decrease in the work function increases field emission. The choice

of a composite consisting of electrically conducting rods having a

sufficiently low work function in a semiconducting or insulating matrix

__ _-

-- _- -- - z - = - -_ _-i- _



I
depends initially on the ability of the materials involved to form a

suitable eutectic structure. According to the available literature,

lanthanum hexaboride forms a eutectic or eutectoid at a composition of

abott 3 atomic percent lanthanum and 97 atomic percent boron at a tem-

perature of 2025 0C + 200 'C. Lanthanum hexaboride is a metallic-type

conductor with a relatively low work function of 2.74 eV as compared to

4.5 eV for tungsten. Boron is a semiconductor.

The objective of this research was to attempt to directionally

solidify lanthanum hexaboride in a boron matrix using a modified internal

zone melting technique in an RF induction furnace. Pellets of the eu-

tectic composition available from the literature were melted as well as

pellets of a composition above and below the eutectic. In addition,

=several fabrication techniques, different furnace atmospheres and a

variety of conventional crucible materials were investigated.
3imI
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SURVEY OF LITERATURE

This chapter includes a survey of the, 0le literature con-

cerning the properties of boron and lanthanum hexaboride, processing

methods for boride powders, a brief discussion of unidirectional solidi-

fication, and multi-pin array field emission.

Properties of Boron and Lanthanum Hexaboride

The following is a discussion of the properties of boron, lantha-

num hexaboride and electron emission from lanthanum hexaboride.

Boron

Boron is the first and lightest element of the third group of the

Periodic Table with an atomic number of five and an atomic weight of

10.82. Crystalline boron reacts very little at room temperature, but

at temperatures above 1200 OC, it reacts with most metals, forming com-

pounds with the metals and metal oxides. Pure boron is silvery gray in

color.

In order to avoid reactions with Other materials at high tempera-

tures, boron is heated in crucibles made of hexagonal boron nitride or

water cooled metallic crucibles of copper or silver. Even with these

precautions, boron will react with trace amounts of oxygen, nitrogen or

-carbonaceous residues from oils of vacuum pumps if present in the sys--tem.

Bi

I2
SURVY OFLITEATUR

ThscatricueO uvyo h l ieauecn
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Boron shows very little reaction with hydrogen. -en in the

Fi collidal state, crystalline boron shows no reaction on soaking in water.

Hydrogen peroxide, anuronium persulfa:- and potassium permanganate

oxidize crystalline boron slowly, but amorphous boron oxidizes readily.

The best oxidizing agents for crystalline boron are fused alkalies,

carbonates or sodium peroxide.
4

Boron is a semiconductor with a resistivity at room temperature of

1.8 x 106 ohm-cm.4 Boron occurs in several polymorphs of which B-

rhombohedral boron is the only one grown from a melt and actually pre-

pared in a siLe suitable for electrical investigation. The knowledge

of the semiconducting prope,. , of crystalline boron is limited to

this polymorph. Boron plays an important role in electronic devices

such as neutron detectors, high-power and high-temperature devices, and

switching devices.

Lanthanum Hexaboride R

One compound of lanthanum and boron is lanthanum hexaboride

which has a CaB6type crystal structure of cubic symmetry and is repre-

sented in Figure 1.5 A
According to Spear, et al., "LaB 6 melts congruently at 2715 'C

and a eutectoid is believed to occur at 2025 IC containing the two phases

LaB 6 and B. A phase diagram of LaB6-B according to Spear is shown in

Figure 2 with the estimated LaB6-B eutectoid temperature in parentheses.
6

The compound LaB 6 exists over a range of composition, extending

from 85.8 percent boron (LaB 6), to about 88 percent boron (LaB 7.8 ) with

a variation in color from pink to blue. Primary crystals of the LaB6  __-

_ _ _ _ _ _6
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phase were found in a matrix phase of the 6-rhombohedral form of boron

when alloys of composition between 89 and 99.5 percent boron were arc

melted.
7

The chemical stability of LaB 6 in boiling acids and bases accord-
46

ing to Radzikovskaya4 is shown in Table 1. LaB6 is least stable in

nitric acid, and reacts only slightly with hydrochloric acid.

Table 1. Chemical Stability of Lanthanum Hexaboride in Boiling Acids
and Bases.4

Insoluable Residue,
Reagent Temperature, 'C %

HCl (1:1) 110 98.2

HCI (conc.) 110 98.4

50 ml HC1 (1:1)+25 ml H202 (30%) 107 70.2

H2SO4 (1:1) 145 98.3

HNO3 (5%) 110 85.0

HN03 (1:1) 107 9.7

NaOH (15%) 106 99.6

50 ml NaOH (15%)+25 ml H202 (30%) 103 99.7

Electron Emission From LaB

Lanthanum hexaboride has received attention as a potentially high

brightness electron source. Cathodes made of sintered LaB6 rods are

presently being used in electron guns of scanning electron microscopes

providing high brightness falling midway between that of conventional

tungsten hairpins and field emission cathodes.
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Studies have been made of the performances of single LaB6 points

operating as field emitters with current densities at the tips of

10S - 1O6 A/cm 2, at residual-gas pressures of about 10- Torr.8

Lanthanum hexaboride has a thermionic work function of 2.70 +

0.5 eV and a FERP (field emission retarding potential) of 2.60 + 0.5

eV.9  Lafferty10 explains the high thermionic emission of LaB6 is caused

by the collapse of the boron framework when the boron evaporates,

allowing lanthanum to diffuse to the surface. Since the rate of bulk

diffusion of lanthanum is greater than the rate of evaporation, a con-

tinuous film of lanthanum is always available on the surface, Ahmed and

11Broers concluded from their SEM studies, however, that theories based

on the diffusion of material to selected lanthanum sites was not indi-

cated. The cathode was believed to emit uniformly over the entire sur-

face and there was no evidence of low work function patches as observed

on some dispenser cathodes. The low thermionic work function of LaB6

is explained by Samsonov4 to be a statistical transfer of electrons

from lanthanum to boron, with the simultaneous presence of a sufficiently

high acceptor capacity of the lanthanum atom, creating a considerable

concentration of electrons which are weakly bonded to the core of the

metal atom and complex of boron atoms, and are readily removed when a

field is applied.

. The FERP value of the work function agrees with the reported

thermionic values. The advantage of this technique is the measure of

the collector work function directly, contrasted to a thermionic source

which measures the work function difference between the emitter and

collector.9
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A summary of the properties of boron and lanthanum hexaboride is

contained in Table 2.

Fabrication Techniques From Boride Powders

The only literature available concerning boron powders was based

on results obtained with diborides. The following information is based

on diborides and is divided into sections on size reduction, forming

and sintering.

Size Reduction

Ball milling of boride powders has been effective in reducing the

particle size to a size suitable for forming. Due to the hardness of

the borides, there is considerable contamination by the grinding media.

Tungsten carbide balls are effective in reducing the particle size, but

considerable contamination is produced. In one case, seven percent

contamination was reported and there was no known way of removing the

tungsten carbide contamination. Steel balls have proven effective if

grinding time is at least 20 hours, and the iron contamination can be

removed by washing with hydrochloric acid.
12 A

Forming

Many techniques of forming diborides have been investigated; con-

13
ventional pressing in a steel die (Babick, et al. ), isostatic pressing

14- 151
(Bumm and Liepeltl), extrusion die pressing (Kislyi and Samsonovl),

16hot casting under pressure (Medvedev, at al. ), and slip casting (Reddy,

17et al. ), producing relative green densities of about 50-70%.

Most of the information available on the processing of boride

powders is based on the results of investigations with TiB 2 , ZrB2  CrB 2

29 21



Table 2. Properties of Boron and Lanthanum Hexaboride.

Properties Boron Lanthanum H-exaboride

Crystal Structure 0-rhombohedral Cubic

Lattice Constant (A) 10.145 4.156

Density (gm/cm3  2.29 4.74

Melting Point (OC) 2300 2715I

Coefficient of Thermal -
Expansion (a-.106/.C) 8.3 x 1076*** 6.4 x 1o-6*

=Work Function (eV) -2.70 + .05 (thermionic)
2.60 + .05 (FERP)

*

Resistivity (ohm-cm 1.8 x 106 24 + 12 x 10-

@rm. temp.) (semiconductor) (meiall1ic-type _

1. Most properties were reported it" Ref. (3)

*Ref. (7)

= Ref. (9)

SRef. (4)

_MA _ ____ _ _ _
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and W2B,. According to Pastor12, springback of these materials is very F

important and its relationship to pressure is associated with their

brittleness and lack of ductility. Stratification phenomenon occurs in

2
the pressure range above three or four tons/cm Holding under pressure

has practically no effect on the density of the blanks. The ideal pres-

2
sure may be taken as three tons/cm

Si nteri ng

Sintering of boride powders is usually carried out in either a

vacuum resistance furnace using graphite, tantalum or tungsten elements,

or in an induction furnace in a stream or Ar of H2 gas. Graphite plates

are used as supports with boride powder sprinkled on the plate to in-

hibit the boron-carbon reaction around 2200-2500 C.2

Because the melting point of the boride powders is high, two

-kinds of activated sintering have been employed to lower the sintering

=temperature: 1) Activation by a small amount of fine powders of transi-

tion metals (e.g., Fe, Ni, Co) and 2) use of subnicron powders with

extremely high surface areas and thus high reactivity.
12

Heersom, et al. 12 have investigated the sintering characteristics

of LaB6 powder and found up to 15% weight loss occurs at 2207 - 2407 0C

due to evaporation of boron. By embedding the sample in excess LaB6

powder, the weight loss was reduced to 4.7%. Sintering in a hydrogen

atmosphere tended to have an activating effect on the samples, thus

lowering the reaction temperature to 1800 *C. I

Unidirectional Solidification

Two of the most common forms of directionally solidified eutectic __



structure are the growth of rods and lamellae in a surrounding matrix.

After the material is melted, lateral concentration gradients are estab-

lished in the melt at the solid-liquid interface, and for any particular

growth rate, these gradients provide for the diffusion of the two species

of atoms, which, in turn, stabilizes the steady-state rod or interlamel-

18lar spacing. u
The eutectic microstructure will be in the form of rods or lamel-

lae, depending on the volume fraction of the minor phase. A graph of

surface area vs volume fraction is depicted in Figure 3 showing that

rods will occur when the volume fraction of the minor phase is less than

I/w (0.318) and lamellae will occur when the minor phase is more than
19

Directional solidification can occur only if the melt solidifies

under plane-front cooling with no supercooling of either phase (in a

binary system). Supercooling causes one phase to grow more rapidly than

the rest of the melt which disrupts the structure. According to Mollard

20and Fleming.- an equation defining the criterion for plane-front growth

in binary systems containing a eutectic is

G/R = -M(CF-Co)ID (1) -D

where G is the thermal gradient, R is the growth rate, M is the slope

of the liquidus, CE is the eutectic composition, C0 is the starting

composition of the melt and D is the diffusion coefficient of solute in

the melt. Equation (1) may also be expressed as
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3/S

/ LANELLAE4 j
C= FIBERSA

I-FOR FIBERS: AV -S
a- 2

LU-ccFOR LAM4ELLAE: AV S

I/I

0.2 0.4 0.6 0.8 1.0I
VOLUME FRACTION,V

= Figure 3. Influence of volume Fraction V of Minor Phase on Fibrous-
to-Lamellae Transition, Theoretical and Actual; S is
Spacing Between-Lamellae or Between Idealized Fibers in -

a Square Array.19

ImU
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G/R = kT (2)

where k is a constant and AT is the temperature difference between the

liauidus and the solidus.19 As G/R increases, the structure of a two

phase eutectic alloy varies from equiaxed grains to a two phase eutectic,

then finally to an aligned two phase conposite.

It is not necessary to have exact eutectic compositions to ac-

'hieve directional solidification as long as the mixture is relatively

close to-the eutectic composition and there is a steep temperature grad-

19ient, a slow growth rate, and the absence of convection.

Multi-Pin Array Field Emission -

The majority of thermionic or dispenser cathodes presently in use

require an external heating source in order to bring the material to a

temperature sufficient for emission. The advantages in operating cold

cathode field emitters over conventional thernrionic emitters are listed

as follows: a lonoer lifetime due to the lower operating temperature,

22
= greater current densities (more than 30 A/c,. ), instant turn on time,

- operating temperatures close to room ter:perature, and mre ruggedness

due to the lack of need for a heating device. The progress in the

development of cold cathodes has been limited because of the lack of

suitable materials. There have been some multi-pin arrays developed-
al2 i

from directionally solidified W pins in a UO2 matrix by Chapman, et a

The W-U02 composi tes are beinc. used as low voltage field emitter terial

by-Cochran, et al with current densities being achieved up to 30 Acm.

For a fiber to be suitable for use as a cold cathode iaterial,
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it must meet the following criteria:22

(1) High melting point (more than 2000 C).

(2) Low vapor pressure.

(3) High strength.

(4) Low sputter yield.

(5) Electrically conducting (but not necessarily a good conductor).

(6) Chemical inertness to allow selective etching of the matrix.

(7) Low work function.

Lanthanum hexaboride meets the requirements for use as a cold

cathode material, and compared with tungsten, would have the potential

of a higher current density because of its lower work function.

0

M
I

= =

=I
= I
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PROCEDURE AND RESULTS

The following chapter contains both the experimental procedure

used in the attempts to achieve directional solificiation of lanthanum

hexaboride in a boron matrix, and the results obtained during the various

phases of the investigation. As the investigation proceeded, modifica-

- tions were necessary in sample fabrication and melting procedure to at-

-tempt to compensate for extreme shrinkage in the LaB6-B pellet during

melting. The shrinkage during melting caused the walls of the pellet to

crack and separate, allowing the molten LaBg-B mixture to spill. Some-

times the sample deformed to the extent that molten material touched,

and melted through the quartz containment tube. Attempts weie made to _

compensate for the instability of the sample during melting by using a

supporting crucible technique. Attempts were also made to compensate

for the shrinkage by increasing the pre-melt density of the LaB6-B pellet

using various forming techniques; ball milling and agglomeration of the

LaB 6 and B powders before mixing and forming; and electrically arc

melting partially sintered LaB6-B mixtures. This combined procedure and

- results section is a chronological description of the experimental

efforts to achieve directional microstructures during the freezing of

- near eutectic LaB 6-B mixtures. in the following chapter, a discussion

of the relative merits of these various techniques (efforts) is presented

-along with the conclusions and recommendations for future work.

A__ - __
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The techniques of sample examination and analysis are described in

Appendix A. J

Internal Zone Melting

The following section describes the basic procedure and results

obtained during the initial attempts to directionally solidify-LaB6 in a B

matrix using RF heated internal zone melting. This section is subdivided

into the main processing steps of powder preparation, pre-melt pellet

fabrication and internal melting.

Powder Preparation

The powders were supplied by CERAC, Inc., in the form of -325 mesh

lanthanum hexaboride powder, typically 99.9% pure; and -325 mesh crystal-

line boron. typically 99.5% pure. The boron powder, as-received from the

supplier, was too coarse to be formed into a suitable pellet, so it was

necessary to reduce the particle size.

The boron powder was ground two minutes in a tungsten carbide mill.

It was examined in a transmission electron microscope to determine the

degree of particle size reduction. The average particle size of the

ground boron powder was about Sp (see Figure 4). The particle size of

the as-received boron powder ranged from about lI to 35v (see Figure 5).

Comparison of the as-received LaB6 particle size (see Figure 6) with the6I
ground boron powder shows these powders were of about equal particle size.

The LaB6 and B powders were weighed on an analytical balance to

obtain 58 w/o boron and 42 w/o LaB6. This weight ratio was necessary to
obtain the 3 atomic percent lanthanum/97 atomic percent boron eutectic

composition indicated by the phase diagram.

NI



-21-

Figure 4. Boron Powder Ground in a WC Mill Two Minutes. x700.

5c

g Figure 5. Boron Powder As-Received From the Supplier. x70.
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A

Figure 6. Lanthanum Hexaboride Powder As-Received From the
Supplier. x700.
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Pre-melt Pellet Fabrication

The powders were manually mixed with a spatula, and 30 grams of

the mixture was placed in a 0.75 inch (1.9 cm) double action steel die.

The powder mixture was pressed in a single action hydraulic press at

6800-9000 psi and held at that pressure for about five minutes. The

pressed sample was then weighed, measured, and immediately positioned

in the RF induction furnace. The pressed compacts were typically 3.5 - 5

cm in height and had a pre-melt density of 1.3 - 1.5 gm/cm3. The theo-

retical density of a compact containing 42 w/o LaB6 and 58 w/o boron was

3
3.32 gm/cm so the pre-melted density was about 42% of theoretical den-

sity. The samples were strong enough for handling and placement in the

furnace.

Internal Melting

A ten kilowatt, 3-4 megahertz RF induction furnace was chosen as

the primary method of heating to achieve melting and thus investigate

the possibility of directional solidification. The basic furnace set-up

is shown in Figure 7. A molybdenum sleeve pre-heater was used to pre-

heat the pellet to a temperature high enough to allow the sample to

become electrically conductive typically at 1450 - 1500 0C. The molyb-

denum sleeve was quickly lowered out of the coil and the RF power was __

immediately reduced (to prevent arcing) to about one-half the power

achieved during pre-heating. Due to extreme fogging of the fused quartz

tube, the runs were made "blind" until the power levels needed to melt

the material could be determined. A pure hydrogen atmosphere of 100 - I
200 cc/min was maintained throughout the melting run. An optical pyro-

meter was used to measure the temperature of the molybednum sleeve

_ _ _
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and the pellet until fogging of the quartz tube prevented readings.

During the melting process, excessive shrinkage caused the samples

to crack and fall off the platform before uniform melting could be

achieved. A typical pellet after melting is shown in Figure 8. Note

the molten center surrounded by a shell of unmelted material forming the

walls of a self-contained crucible.

Typical power and grid current settings for the RF generator

versus time are shown in Figure 9 for a pellet which contained evidence

of eutectic microstructure. Times at which process changes were made

are indicated. Most of the RF heating cycles were made under nearly

identical conditions, all giving approximately the same results.

B. Crucible Melting

Because the LaB6-B pellets broke into pieces and fell against the

quartz tube during the internal zone melting experiments, techniques of

melting in a crucible were investigated. This section includes a dis-

cussion of the various types of Crucible materials and melting techniques

which were investigated and also describes changes made in the basic

sample fabrication procedures. The different crucibles were all heated

using the 10 k14 RF unit. The crucibles studied were a molybdenum tube

open at both ends, a graphite crucible with a lid, and a coil of tungsten

wire. The LaB6 and B powders were prepared as described in the Internal

Zone Melting section.

Molybdenum Tube

The crucible and sample consisted of a Mo tube 1/4 inch ID, 3/8

inch OD and three inches long which was filled with four or five LaB6-B
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Figure 8. Typical Sample After RF Run.
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pellets, 1/4 inch OD and 1/4 inch thick. Two RF induction heating

* experiments were made using the Mo tube crucible and, in each case, the

RF power was increased continually until melting of the Mo tube occurred.

The molybdenum tube crucible melted each time following the appearance

of a white vapor in the vicinity of the tube. There was no melting of

the LaB6-B but sintering of the LaB6-B pellet occurred.

Graphite Crucible

A graphite crucible 1/2 inch ID, 3/4 inch OD, and 1-3/4 inches in

height was machined from spectrographic grade graphite. The crucible

= was capped with a graphite lid and heated with the crucible empty in a

atmosphere in the RF induction furnace. At approximately 1400 0 C, a

black deposit formed on the quartz tube from an apparent reaction between

tte graphite and hydrogen atmosphere. The crucible was cooled, and

several pellets of LaB6-B, 1/4 inch OD, 1/4 inch thick were placed in the

crucible. A graphite lid was used to seal the crucible and the crucible

was reheated using flowing nitrogen as the furnace atmosphere (about 400

cc/min). The temperature was increased at b 15 *C/min to 1750 "0, then

cooled. The sample enlarged and became light gray in color. X-ray dif-

raction analysis indicated the presence of BN and other crystalline

Tungsten Coil

A coil of 0.025 inch diameter tungsten wire was wound on a lathe

into a 3/4 inch ID right circular cylinder, one inch in height. A

LaB6-B pellet, 3/4 inch in diameter was placed inside the coil and heated

in the RF induction furnace until the maximum-ower of the furnace (10

= DkW) was reached. At maxim power, the pellet reached a red heat

- -- -A.. ]
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(0 800 0C). After cooling, the sample was examined showing no evidence

of melting.

C. Melting Characteristics of Increased Density

LaB 6-B Samples

Since a means of melting the sample in a crucible was not found,

the decision was made to again use the self-contained crucible technique,

and to try to reduce the shrinkage during melting by increasing the pre-

melting density of the LaB6-B pellets. Techniques investigated included

isostatic pressing and hot pressing, electrically arc melting of partial-

ly sintered LaB6-B pellets, ball milling and agglomeration.

Isostatic Pressing

The LaB6 (as-received) and B (ground) powder was mixed, then

placed in a one-half inch ID, three-quarter inch OD, rubber hose about

three inches long, and pressed isostatically at 33,500 psi. The sample

was not considered suitable for melting in the RF induction furnace be-

cause of its resulting non-uniform shape and severe laminations, so a

hot pressing technique was investigated.

Hot Pressing *

Approximately 60 grams of the LaB6 -B mixture was hot pressed at

1700 0C in a one inch ID graphite die at 80 psi. The pressed height of

the ingot was about 2-1/2 inches giving a hot pressed density of 2.0

gmcf3 and some reaction with the graphite punch. The sample appeared

to be partially sintered after pressing. Heating was attempted in the

Rf induction furnace without using a molybdenum tube pre-heater. The

LaB6-B coupled successfully and melting was attempted by increasing the

temerature about 100 0C/sin until fogging of the quartz tube prevented

The hot forging facility of the Solid State Sciences Division of RADC at _

Hanscom AfB was utilizd to produce dense compacts for these experiments.
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further direct observation of the LaB-B pellet. The temperature read
from the optical pyrometer was 1450 C The RF poxer was increased

until the interior of the LaB6-B ingot was thought to be molten, based

on previous results. The sample was then lowered out of the coil at a

rate of five crn/hr.

Electric Arc-Meltino

Partially sintered, irregular pieces (about 1/2 inch) of La--B

which had been previously heated in the RF induction furnace were placed

in the water-cooled copper hearth of an electric arc furnace and irelted

under a DC arc in air. Melting of the saviple was achieved in one or two

minutes in the area of the arc. The arc melted LaB6-B sample showed a

tendency to thermal shock on cooling.

There was microstructural evidence of melting and recrystailiza-

tion of the sample due to the blocky nature of the crystallites. The

largest arc melted pieces were heated in the RF induction furnace with-

out using the molybdenum susceptor. Dendrite; formed on the cooler

exterior with the blocky crystallite structure occurring generally

throughout the sample. However, there was no evidence of eutectic micro-

structure.

Ball Milling

Fifty grams LaB6 and fifty graiis B, as-received frot the supplier,

were each placed separately in a 500 cc wide-mouth N1,al0gene bottle with

about 354 one-half inch plain carbon steel balls. Both bottles were

packed in a one gallon bottle and rolled at 57 rp for about i9 hours. _

The milled poders were washed in IN H I and dried overnight at i00 _C.

The particle size distribution appeared to becme more uniform i n
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size in the ball milled powders as compared to the WC ground boron and

as-received LaB6. The particle size of the milled boron powder was

l-5 (see Figure 10), and the particle size of the milled LaB6 was about

l- 2p (see Figure 11).

It was decided at this time to change the composition slightly

to see if there would be any effects on the melting behavior. A compo-

sition of 45 w/o lanthanum hexaboride and 55 w/o boron was chosen.

After uniaxial cold pressing at 9000 psi, the LaB6-B pellet was 2.0 cm
6

in height, and had a pre-melted density of 1.7 gm/cm , which was about

50% of theoretical density. The pellet was heated in the RF induction

using a molybdenum tube pre-heater and heating techniques described

earlier. Extreme fogging of the quartz tube occurred as before upon

direct coupling to the pellet, so direct observation of the sample was

impossible. The apparent weight loss of the sample did not appear to

be relatively large (on the order of 0.6%), but the core of the LaB 6-B

pellet showed a large decrease in volume. There was a melted area

about 2-3 millimeters thick lining the interior wall of the pellet,

similar to the pellet shown in Figure 8.

Agglomerated Powders

Attempts were made to further densify the ball milled 45 w/o

LaB6 and 55 w/o B powders by agglomerating with distilled water. The __

ball milled LaB6 -B mixture was placed in a 250 cc plastic bottle.

Distilled water equivalent to one-tenth the total weight of the mixture

was added six drops at a time and thoroughly blended into the mixture.

Agglomeration was considered complete when the bulk volme of the powder

decreased significantly and the spherical agglomerates were about one
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Figure 10. Ball Milled Boron Powder. x7OO.

14

Figure 11. Ball Milled Lanthanum Hexaboride
Powder. 0700.
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millimeter in diameter. The agglomerated powder was uniaxially pressed

in a 3/4 inch die into a compact 1.9 cm in height with a pre-melted

density of about 2.1 gm/cm 3 (62% of theoretical density). The water

seemed to aid in pressing by acting as a lubricant. If additional

water was added, the agglomerates increased in size to about 5 m as
opposed to 1 mm agglomerates. The LaB 6-B pellet was heated in the RF

induction furnace, followed by direct coupling as previously described.

The pellet deformed and melted through the quartz tube before it could

be lowered out of the heating zone.

The decision was then made to melt a composition richer in boron.

A mixcure containing 61 w/o milled boron powder and 39 w/o milled lantha-

num hexaboride powder was agglomerated with distilled water, uniaxially

pressed and heated in the RF furnace using the heating technique de-

scribed previously. The amount of vaporization and subsequent deposits

on the walls of the quartz containment tube seemed to increase signifi-

cantly as compared to previous RF heating experiments. The pellet

decomposed the graphite platform, partially melted the alumina support

post, and finally deformed and melted through the quartz tube.

I
_______

5 =- =- =



-34-

PE

DISCUSSWiN OF RESULTS h

The objective of this investigation was to melt and solidify

LaB6-B mixtures close to the reported eutectic composition and examine

the samples for indication of aligned (eutectic) microstructure-ideally

LaB6 rods arrayed in a boron matrix. Because of the high temperature

needed to melt these materials and the very reactive nature of boron,

much of the research effort, of necessity, was devcted to selecting and

evaluating heating techniques and sample (pellet) fabrication methods.

The extent to which these objectives were met is discussed in this -

section and a summary of the experimental results is shown in Table III.

The most successful and informative melting experiment was the

initial run using the internal zone self-contained crucible technique. -

The LaB 6-B pellet remained generally in one piece, with the melted zone

mainly in the center of the pellet. Microscopic examination of the

melted material reveale, oartially aligned eutectic microstructure (see

Figures 12 and 13). Selected areas of the melted LaB6-B pellet contained

fibers having a t/d ratio of 10/1 (Figure 12) and oriented triangles

showing a fairly geometric growth pattern (Figure 13). Scanning electron

microscopy revealed an obvious contrast between the LaB6 fibers and B

matrix with energy dispersive X-ray analysis (EDAX) confirming the pres-

sure of L3 as the major element in the fibers, Figures 14 and 15. Elec-

tron probe microanalysis of the individual fiber indicated an approximate I
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Figure 12. Lanthanum Hexaboride Oriented Microstructure. xIlOO.

Figure 13. Lanthanum Hexaboride Oriented Microstructure. x575.
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Figure 14. EDAX Mapping of Oriented Microstructure Depicted in Figure
12 Showing Location of La. x575O.
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LaB 6 composition, a trace amount of C and no Mo contamination from the

Mo pre-heater. X-ray diffraction analysis indicated the presence of

boron and crystalline material having d-spacings equivalent to the ASTM

data for (LaB6) 7C. The remainder of the pellet showed varying micro-

structure changes from the center of the pellet to the skin. The phases

varied from the melted eutectic structure to melted and recrystallized

blocky (cubic) forms of LaB6 , unmelted grains of LaB6 and finally sin-

tered grains of LaB6 and B at the skin. Most of the LaB6 in the pellet

W -was present as a blocky (cubic), recrystallized structure.

The RF heating experiments producing melted portions of the

LaBd-B pellet generally exhibited some continuous areas of pure boron

containing eutectic structure (Figures 16 and 17).

In the attempts at improving the heating techniques by using the

three crucible materials (molybdenum, graphite and tungsten) there was

no indication of melting in the pellet because the crucibles either

4 melted (Mo), reacted with the atmosphere (graphite), or did not allow

the sample to heat enough to conduct (W).

Molybdenum melts at about 2400 0C which is above the eutectic

melting point of LaBd-B. The molybdenum probably reacted with the boron,

forming a lower melting point compound causing the tube to melt before

the pellet.

The graphite reacted with the hydrogen atmosphere forming a black

deposit on the quartz containment tube. However, the graphite crucible

technique might have provided a means of melting the pellet if the RF

heating had been continued "blind".
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Figure 16. Continuous Pure Boron Area Containing Eutectic Structure.
x500.

Figure 17. Areas Showing Eutectic Microstructure. x700.
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The tungsten coil did not seem to generate enough heat, even at

maximum furnace power. No explanation for this is apparent. Other -

crucible materials were not immediately available, so the self-contained

crucible technique was resumed and attempts were -ade to increase the

pre-melt density by using various fabrication techniques.

The attempts to isostatically press and hot press the powers

ground in the tungsten carbide mill demonstrated the possibility of

using these techniques in forming. There were several cross sectional

laminations in the isostatically pressed LaB6-B pellet possibly due to

the brittleness and lack of ductility of the born powders, or improper

filling ef the mold. It might be possible, with additional research,

to develop a technique of isostatically pressing the LaB6-B powders.

The hot pressed LaB6-B pellet could be heated directly by induc- j
tion from room temerature to melting. The single RF experiment node

on the hot pressed pellet was not conclusive enough to evaluate the hot

pressing technique. The unavailability of a local hot press capable of

achieving at least 1800 OF made it difficult to hot press additional j
LaB 6-B pellets. There was also the disadvantage of a possible reaction

with the graphite punch.

Electric arc melting of the LaB6-B sample did not provide enough

control over the heating and cooling rates to allow the formation of a

solidifying front necessary for directional growth. Also, air was the

only atmosphere available which would tend to fo boron oxide compounds.U

The attempts to increase the pre-melt density by ball milling the

powders did increase the pre-me-t density, but Ai not seet improve

the shrinkage problem. Ball milling was a Jisadvantoge beca=se of the

th I

- ~ - =--
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time involved (19 hours) and the need to remove possible iron contamin-

ants with acid washes. Tungsten carbide milling was faster and produced

a powder which could be formed. The possibility of tungsten contaminants

from the tungsten carbide mill apparently was not a significant problem

since the eutectic icrostructure was present in the majority of RF

melted samples regardless of the processing technique used.

Typical eutectic microstructure obtained in the melted areas of

the LaB 6-B pellets are shown in Figures 17, 18 and 19. Some orientation

of the structures is shown in Figures 18 and 19 indicating the possibi-

lity of additional alignment if a better solid-liquid interface coald

be achieved.

I -
_F. I
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Figure 9. Area Showinu Eutectic Mcrostructure -

x 500.

_ Iq
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CONCLUSIONS AND RECO NDATIONS

Conclusions

1. The LaB6-B eutectic mixture can be melted using modified internal

zone melting in an RF induction furnace.

2. Eutectic microstructure showing areas of oriented structures having

a I/d ratio of about 10 to I was obtaitied in the majority of LaB6 -B I
pellets having melted areas.I

3. A hot pressed LaB6-B eutectic mixture can be directly heated from

room temperature to melting in an RF induction furnace.

4. Ball milling LaB6 and B powders with plain carbon steel ballis in-

creased the pre-fired density of uniaxially cold pressed LaB6 -B

pellets.

5. Agglomeration of a mixture of ball milled LaB6 -B powders with dis-

tilled water increased the pre-mlt density of uniaxially cold

pressed LaB6 -B pellets.

6. Tungsten contamination from milling the boron powder with the twng-

sten carbide mill did not seem to affect the formation of the

eutectic microstructure.

7. An electric arc was capable of melting the LaB6 -B eutectic composi-

Ktion, but there was no control over the melting and cooling rates.

8. During RF heating, the LaB6-B pellets reacted with nitroen gas

forming boron nitride comounds of varying stoichiometry.



-44-

IRCrjowendations

The presence of sraI areas of -r aligned LaB6 phase diso r

th1e B mtrix suggests tne t for achieving an ordered eutec
structure in the system L .ny future solidification efforts in

this system must concentrate on achieving a well defined and controllable

liquid-solid interface. Of the melting techniques tested in this study,

the internal zone tecique should -be investigated further, realizing

the obvious need to increase the pellet density prior to meiting. me

investigation of hot pressing and isostatic pressing as a means of in-

creasing the pre-melt density shold be continued with the emhasis on

hot pressing because of the advantage of direct RF coupling from rooM

temperature to melting.

4
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150 Stereoscan.

Im

Transmission Electron Microscopy. The samples were prepared for

transmission electron microscopy by depositing a suspension of the pow-

ders that were -325 mesh onto a carbon coated copper grid and observed

in a Philips 200 Transmission electron microscope.

Energy Dispersive X-ray Analysis (EDAX). The samples to be ana-

lyzed using energy dispersive X-ray analysis were packed into spectro-

graphic grade carbon rods 1/4 inch in diameter in a small cavity that

had been formed in the tip of the rod about I mm OD and 0.5 mm in depth.

The samples were then analyzed in a Cambridge Mark II Stereoscan at a

450 angle, count rate of 1O4 and magnification of ilOX, for a counting

time of two minutes.

The samples that were not powders were observed and analyzed

using the same procedure for SEM described above. X-ray mapping was

obtained using the standard mapping techniques in energy dispersive

X-ray analysis.

Electron Probe Microanalysit. The sample was analyzed with an

electron probe microanalyzer by Mr. James Johnson of the Materials

Characterization Branch of the EMSL of the Georgia Tech Engineering

Experiment Station.

X-ray Diffraction Analysis

The melted or sintered samples were ground to -325 mesh and

packed into a standard aluminum, X-ray diffraction powder pack. The Al

holder was then placed into a rotating stage goniometer and X-rayed

with Cu Ka radiation at a scanning rate of two degrees per minute.
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Tihe System Fe2B-Fe

Introduction

The system Fe - B is reported to form a eutectic (Fe-l) at 3.6 w/o B

(Figure Fe-I). This corresponds to 26 a/o Fe2B in a Fe matrix. The

volume fraction of Fe2B in te is about 40%, a level which often leads to

formation of lameilar micrestructures under directional solidification

conditions. However, a fibrous, aligned eutectic has been reported

(Fe 2,J), (Figure Fe-2).

This eutectic was of considerable interest to this study, since it was

the only reported metallic boride which forms a fibrous or rod-type eutectic.

Specimens of this composite were prepared to examine the solidification

conditions required to yield aligned microstructure in a boride - containing

system. The melting point and work function are marginal for an electron

emission material, compared to LaB 6 . However, it would be of interest to

conduct a brief emission test to verify this predicted performance. It is

not unlikely that a Fe2B - Fe composite could find a specialized application

as an electron emitter.

Experimental Procedure

High purity (99.9 w/o Fe, 99.99 w/o B) powdered (-325 mesh) starting

materials were obtained from Cerac (B) and Fisher (Fe). Components were 1a

mechanically mixed, then pressed into pellets before melting in a closed-end

alumina (sapphire) tube. The mixture coupled directly with the induction

coil .

cNI
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The powder mixtures were melted and directionally solidified (D.S.)

using a 3.mc induction power supply and quartz tube furnace. The H2

stmosphere in the furnace was maintained by a slow gas flow under slight

positive pressure. A slow heat up rate was set to permit escape of water

before melting. The lowering rate (aproxi cooli- rate) -was ad sted

to i. cm/hr for all experiments. A schematic of the furnace is given in the

Introduction.

Samples for optical microscopy were prepared by standard procedures:

mounting in thermo-set polymer and mechanical polishing. Hardness of the

Fe2B phase was not great enough to present polishing problems. Phase con-

trast was improved by chemical etching of polished sections. An ethanol,

HCl, CuSO4 mixture given in Petzow (Fe-4) gave very satisfactory contrast. U

Experimental Tests -i

1. A mixture of 3.6 w/o B and Fe (the eutectic composition) was

directionally solidified at a lowering rate of 1 cm/hr. in H2 atmosphere.

Specimen size was approximately 3/16" diameter by V" long.

Optical microscopy studies showed large areas of aligned, directional

microstructure. In Figure (Fe-3) may be seen the aligned Fe2B fibers

(section parallel to growth direction). Figures (Fe-4) and Fe-5) show the

cross section normal to growth direction. In (Fe-4) may be seen the

cellular growth pattern in which "bundles" of fibers are surrounded by

irregular eutectic structures Figure (Fe-5) is a 50OX view of a single

bundle of fibers. These sections were etched as discussed in an earlier

paragraph.
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2. The first experiment was later repeated, using a somewhat larger

charge with the intent of obtaining larger aligned areas and more fibers.

The melt was held for a 1/2 hr. soak period before lowering at a carefully

controlled rate of 1 cm/hr. The crucible was recrystallized alumina and

specmen dimensions were 5/16" diameter by 1 1/4" long.

M~icrographs of this O.S. product indicated dendritic growth for the

first half of the product. (Figure Fe-6). Dendritic structures became

smaller (Figure Fe-7), then were replaced by an aligned microstructure in

the last (upper) half of the product (Figures (Fe-8), (Fe-9). The most

regular microstructures appeared at the top of the specimen. It is

suggested that either the cooling rate was initially too slow, or an

incorrect mixture was prepared which rected itself" as the melt moved

toward eutectic composition during the solidification process.

L I
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IiiE SYSTEM4S (TiB2, -aBO) N;

A. The Ni-UiB2 Syste

Studies by Samsonov (Ni-i) (Fig. Ni-i) and Matkovitch (i-2) have

indicated the presence of a eutectic in the Ni-TiS2 system at 3.50W/0

T1M2 . This nseUdo-binary system, based on the interface area criteria

given by Lemkey (,i-3) and others, could yield TiB2 fibers when directionally

solidified. TiB 2 has a number of propercieS which suggest it could serve

as an elect - emission material similar to LaB6. However, its work

function at 3.9eV makes it less attractive than LaB6 (Ni-4).

In light of the properties of TiB2 and the published data showing a

eutectic whose composition would favor fiber-type geometry for the

TiB2 phase, it was decided that directional growth should be investigated.

Table (Nli-i) sunnuarizes the experimental runs made for the Ni-TiB2 system.

Early experiments (#1 thru 4) were based on use of 3/16" id.
sa-phire tubes to contain the melt. a slow hydrogen flow was maintained

through the furnace to avoid oxidation and moisture effects on the melt.

In later experiments a larger 5/16 id. recrystallized alumina tube confined

the melt.

1. The first experiment yielded a poorly melted, poorly mixed

product containing zones of Ni (SEF Edax analysis) and zones with Ni and

Ti present. Directional growth was not attempted on this run.

T ~
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2. At a higher temperature (estimated at 14000C Via ootical

pyrometer), a two-phase microstructure resembling that shown by

Samsonov(Ni-i) was seen with polished sections. Etching was very helpful

in developing contrast between the phases. A standard Ni etchant was

used (Ni-8). I
3. A relatively rapid lowering rate of 20.cm/hr was next tried.

The resulting product did not show directionai growth patterns; it

closely resembled the previous product when viewed optically. SEM/EDAX

data showed a uniform dispersion of Ni and Ti through the specimen. It

appears that the rapid lowering permited solidification in all directions, I
as in normal solidification. Figures (Ni-2) and (Ni-3) are characteristic

of large areas of the section parallel to the growth direction. One I

contains a dendritic pattern and the other figure shows a polyphase

structure in which are distributed "arrays" of sounded and elongated

structures. These structures were too small for individual analysis

by the SEM/EDAX.

Generally, the variation in microstructures appeared to

result from uneven heating of the melt at various points. Cross

sections of this product also contained areas of dendrites (Fig Ni-4) -

and areas of primary grains having a eutectic-like matrix (Fig. Ni-5).

All of the above structures were chemically etched to show phrases

present.

4. A 12.w/'o TiB?-Ni mixture was melted in an alumina crucible,

This melt was very low viscosity and did not adhere to the crucible

when cooled to room temperature. The microstructure closely resembled
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that of the 3.5 W/O material.

5. A 3.5 WiO mixture was now lowered at a rate of l.cm/hr

(a satisfactory rate for the Fe2B-Fe eutectic). A sapphire tube and

hydrogen were-used for this experiment. The microstructures are shown

in Figures (Ni-6 to 8). Note the two-phase character which was seen

in most previous TiB 2-Ni products. The SEM/EDAX studies (Fig. Ni-9,10)

show a uniform distribution of Ti and Ni. However, this reflects the

resolution limits of the equipment and does not preclude the existence

of distinct phases.

6. .A further run at 1 cm/hr was made with a 12 W/O mixture.

Again, efforts were being made to identify trends in behavior, or

differences in behavior which could assist in interpreting the behavior

of the 3.5 W/O eutectic composition. This product apparently was

overheated; large voids were found when the specimen was sectioned

lengthwise.

7. In order to improve composite quality, a larger growth

- - tube of alumina was used for this run. The mixture was lowered at a

rapid rate (22.cm/hr) since it was uncertain whether (1) the alumina

tube might react with the charge, or if (2) the larger tube might

permit more rapid solidification rates. Figures (ni-ll) and Ni-12)

show microstructures observed. In Figure (Ni-ll) the mid-point of

the product is shewn. Here, an apparent phase segregation

has occurred. Near the top of the product (Fig. Ni-12),

-~ - =~ - -=s
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Fig. Ni-6. Longitudinal Section of Sample 5 at 240X.

- Fig. Ni-i. Longitudinal Section of Sample 5 at 125X.
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a more equal volume distribution of the phases is seem. It was not

ME possible to establish what components make up the gramular "eutectic phase",

but it is suggested that the darker, minor component is TiB 2. If so, the

apparent elongated structures suggest that a rod or fibrous type

composite is possible under-D.S. conditions.

8. A 12.W/0 TiB2 was also lowered at 22 cm/hr in the larger

alumina tube. A somewhat lower temperature (Ca. 1300% on the outside

of the alumina tube) was maintained to eliminate the voids seem in

experiment 6. However, this temperature was too low, and the polished

section had large areas of poorly-melted material.

9. A 3_5 W/O TiB 2 D.S. run was made, using a slow growth rate

(I cm/hr) and large alumina tube. A good melt was seen in the polished

section. The alumina tube was carefully dried by pre-firing in hydrogen.

This product may be seen in Figures (Ni-13) to (Ni-17). Figures (Ni-13)

and (Ni-14) are lower magnifications. Elongated structures following

the growth direction are seen in (Ni-18). These are tentatively

identified as TiBE with occasional Ni inclusions. The Ni was partially

removed by the etchant, leaving small pits in the TiB2 phase. In (Ni-13)

a more uniform upper surface was observed. Presumably, this change

in morphology was due to different thermal gradients at the surface of

the specimen.

Figures (Ni-15) and (Ni-16) are higher magnifications of

the upper surface. One sees colonies of rounded and rod-like structures.



U

Fig Ni-13. Longitudinal Section Near Top of Sample 9 at 200X. I
U
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U

Fig. Ni-14. 200X showing structure making up nost of sample 9.
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= Fig. Ni-15. 5G0x of 3.5 W4/O TiB 2 in Ni. Note Fields of Circular
and Elongated Structures. Top Region of 0.5. Sample 9

Fig. Ni-16. 500X of 3.5 W4/0 TiB2 in Ni. Note Circular and Elongated
Structures. Top Region of D.S. Samp4le 9.
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Fig. Ni-17. 50OX of 3.5 W/O TiB? in Ni. Bottom Region~ of D.S.
Sample 9.
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These are regarded as potential aligned structures of TiB 2 , if proper

control of thermal gradients can be maintained during D.S. Figure (Ni-21)

is a high magnification of the lower region of the 3.5 W/O TiB 2 specimen.

The structures are similar t Ni-14) and again show etch pits where

Ni inclusions were.

N

=

-rn

- = -:___ ___ --

- -- = -s- --- - - _



-76-

B. The LaB6-Ni System

Due to the many similarities between TiB2 and LaB6, it was i
decided that some studies of the laB -Ni system should be made.

There was no published information on LaB - metal systems except
6

the reports that Al acts as a solvent for both LaB and TiB
6 2*

High purity single crystals of the two borides were grown from Al

= solutions. The lack of reactivity with Al attests to the great A

chemical stability of these borides. Other references (Ni-5)

(Ni-6) report that at high temperatures LaB6 has little if any

chemical reaction with Rh, Ta, or Mo.

LaB6 has a reported (Ni-7) free energy of

AF = O.071T - 351 KJ/mole (1700K-2100K)

So that at 2100K, AF 0 48.0 Kcal/mole. At 273K, AF for LaB6

is 0 79 Keal/mole and AH is 69 Kcal/mole. Samsonov (Ni-7) reports

a value of 70.07 Kcal/mole for TiB2.
2'a

Since LaB6 shares a number of chemical properties with TIB2 ,

initial experiments were conducted on that assumption that LaB6

forms a eutectic with Ni as TiB 2 does. TIB2 also forms similar

eutectics with both iron and cobalt, so these were regarded as

alternate matri candidates for use with LaB6 also. The experi-

mental equipment and procedures were the same as those used for i

Ni-TiB studies. Powdered starting materials (-325 mesh) of 99.9%

2
purity were obtained from the Cerac Company. The experiments

conducted are summarized in Table (NI-2).

Figures Ni-22 to Ni-25 show evidence of microstructural

alignment at about lOX. The sharp change from a random dendritic

structure to an aligned structure may be clearly seen.

A -
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In Figures Ni-22 to Ni-27 are shown. microstructures of a
relatively non-aligned sspne (due to low :enperatures in paruO.

Figures N 2- to Ni-2 *'na cec s trt-es and so tvidn~e

of entectic. Figures Ni-d5 tc Ni-27 at hier magniflrt n

tclearly suggst he sani nearn !Tp c pi ti n.

In Figures Ni-28 to N -30 some relatively aigne structures

resulting from LaB6 -Ni mixtures are shown. These sections are in

the same plane as the growth axis. More nearly aligned structures

were observed for 4 w/o samples. However, it was not clearly

established whether LaB6 phases were present after the LaB -Ni

mixture was directionally solidified. Solid solubility may be a

significant factor. At 10 w/o, LaB6 was identified by microprobe

in the D.S. product.

The following observations were made when a series of experi-

ments were conducted to examine the effect of lowering rate on

microstructure. Rates of 1, 5, 10, and 22 cmhr were compared for

10 w/o LaB6 + Ni mixtures:

1. One (1) cm/hr was the most uniformly aligned of this test series.

Long cells, parallel to the growth direction were observed.

Note that this sample was also pre-heated to dry the mixture

before heating to melt temperature.

2. 5 cm/hr = less uniform rod structure than above, less parallel

to growth direction than above, long cells. 1
3. 10 cm/hr = large areas of uniformly striAted (rod) structure.

but poor directionality, cells shorter than above.

4. 22 cm/hr = large areas of striated structure. Several "secondary

structures" long cells, but random orientation of straited
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I material in cells and much dendritic material over whole specimen.

Many questions remain about the presence of a LaB6-Ni eutectic at

low volume fractions of LaB In this work we have observed (1) that

LaB6 remains a separate phase in mixtures heated to 1600*C, (2) directional

solidification tests show that the mixtures of phases form aligned micro-

structures.

It would be necessary to detheine a segment of the phase diagram

for -La-B-Ni before prospects for a -LaB6 -Ni pseudo-eutectic can be

reson&bl-_ -evaluated. As with the LAB 6-Cu system, a ductile electrical
and zh~t-- -conductive matrix such as- Ni would be of interest for exploiting

the :cathode potential of LaB6 .
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The System LaB6-Cu

Introduction

The . Cu-a SYStem was exanined on the basis of Drojected behavior,

and after di-ushLemky conc i with screening expeiments

h ha d previously conducted (Cu-I.

The system Cu-B (17. a/o B, 3.8 w/o B) is reported (Cu-2, 3) (Fig.

Cu-i) to form a eutectic containing B structures in a Cu Matrix. This

system was directionally solidified and yielded aligned B fibers in the Cu

Matrix (Cu-4) (See Fig. Cu-2). Since LaB6 may be regarded as a B lattice

which contains La atoms in interstitial holes, it was not unreasonable

that LaB6 could behave similarly or substitute for B where the B and Cu

phases are in equilibrium. Also, if one examines the reports on the Ni-

TiB2 eutectic (Cu-5) it is seen that the Ni atom and Ni (II) (atomic)

diameters are greater than that of Ti (II). This then suggests- that

physically Ni (II) is unlikely to replace Ti (II) in the TiB2 lattice.

At the same time, the heat of formation of TiB2 is greater than that of

reported Ni-B compounds (Cu-6). One now has a physical and energetic

basis to discuss the formation of Ni-TiB2 eutectic. Using the above

criteria for systems (X-LaB6), where X is a metallic ion, Cu is found to

be a potential eutectic former with LaB6 . Therefore, a series of screening

experiments were conducted to determine (1) reactions between LaB6-Cu and

(2) presence or absence la 6-Cu eutectics. Lemkey has conducted some

screening experiments which also suggest that Cu could serve as matrix

__for a Cu/LaB6 composite. See Table (Cu-l) for the summary of experiments

conducted with the Cu/LaB6 system.

Eerimental Procedures

High purity (99.9 w/o Cu, 99.9 w/o LaB pondered (-325 mesh) starting

material were obtained from Cerac Inc. These were mechanically mixed, then
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Fig. Cu-i. From Ref. Cu-2.
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Fig. Cu-2. Copper-Boron Eutectic. Ref. Cu-4.
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pressed into pellets before induction melting.

ixtures were melted and directionally solidified (D.S.) using a

Lepel 3.2 Mc r.f. generator and quartz tube furnace. The furnace atmos-

phere of H2 was maintained by a slow gas flow under slight positive

pressures Lowering rate (nominal cooling rate) could be varied over a wide

range. A schematic of the furnace is given in the Introduction to the LaB6-B section.

Samples for optical microscopy were prepared using conventional

polishing methods. For the Cu-base specimens extreme hardness was not

a problem, and a good polished section could be quickly prepared. Several

chemical etchants and polishing solutions were found helpful in increasing

phase contrast. These included HN0 3-based mixtures given by Petzow/(Cu-7).

Generally, the polished specimens could be de-mounted and used for

SEM characterization. The SEM was used both to resolve phase structures

and to make elemental analyses of selected areas. The electron icroprobe

was used to detect elemental concentrations below the capabilities of the

SEM.

Experimental Tests

1. Initially a 10.wlo LaB - Cu mixture was directionally solidified
6

at a rapid rate in an alumina tube to examine interactions, crucible

reactions, etc. The approximate melting temperature (optical pyrometer)

and volatility were recorded. Optical microscopy of mounted and polished

sections revealed the degree of melting and the presence of major phases.

Scanning electron microscopy and electron microprobe elemental analyses

of specific sites were conducted on a limited basis.

Large grains of LaB6 were the most prominent features visible in

optical studies. In Figure (Cu-3) are shown at 500X the two phase struc-

tures making up most of the first product. There was a rather uniform

= = - - = --
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Fig. Cu-3 10% LaB6-Cu. Dark LaB Visibe ape1--9

Fig. CU-A. 2% LaB6-Cu. Near top of sampqle 29-8-79.
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dispersion of pink-red grains (shown by SEM analysis to be LaB6) in a

copper matrix. It appeared that LaB6 and Cu (starting materials) had

reacted very little. Figure Cu-4 (Ca 500X) shows a dentritic, directional

g h of copper observed in a narrow band across the upper surface of

the specimen. The copper matrix contained about 2% La, presumably in solid

solution.

oT a 2. Next-a mixture of 2.w/o LaB6 in Cu was directionally solidified

in an alumina crucible. =In this experiment the lowering rate was reduced

from 25 cm/hr to 5 cm/hr. When viewed optically, there were no visible

two-phase areas, the specimen appeared uniform and resembled copper in

color and ease of grinding. Aligned dendrite structures were visible after

polishing with a HNO 3, HCl, H3PO,, HAC mixture given in Petzow (Cu-7).

SEM measurements showed that a small level of La was uniformly

distributed throughout the Cu matrix. However, there was also visible

reaction with the alumina crucible. It was uncertain whether this reac-

tion was due to traces of moisture in the alumina cement used to attach

the crucible or if the higher reaction temperature and longer reaction

duration led to the crucible-charge reaction. These possibilities were

examined in later experiments.

3. In this next experiment, small amounts of 2.w/o and lO.w/o LaB6

Cu mixtures were heated simultaneously in separate depressions on an

alumina block to= compare melting behavior, reactivity with alumina, and

microstructural properties.

At the melting point of 1150-1200°C, both compositions seemed to

react slightly with the alumina block, After cooling, it was apparent

that a significant reaction with the alumina had occurred. It-was con-

eluded that other crucible materials should be tried.
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4. Small amounts of 2 w/o and 10 w/o LaB6 - Cu were now heated

simultaneously in depressions on a graphite block. The observed melting

temperatures were again -in the range 1150-1200C, with the 10 w/o

apparently melting at a higher temperature than the 2 w/o mixture.

There was little if any reaction with the graphite block. The 10%

mixture seemed to "wet" the graphite container more than the 2%. Upon

optical examination of the products, large areas of red needles were

observed on the surface. Sections through the products revealed a random

dispersion of red needles and blocky red-pink particles in a copper

matrix. The 10 w/o product contained a much higher fraction of distinct

LaB 6 particles.

5. The products from the previous experiment were heated in the same

apparatus for a longer period of time, then carefully examined for micro-

structural features and elemental composition. Again melting was at

Approx. 1150-1200°C. If the temperature was raised to 1300°C, rapid

vaporization started, depositing a red-brown film on the cool portion of

the quartz tube. Red needles were visible on areas of the specimen sur-

faces. SEN measurements on polished sections showed a uniform distribution

of La in the 2 w/o product and a non-uniform La distribution in the 10 w/o

product. La concentrations could be directly correlated with observable

SLaB 6 particles. 250X and 50OX micrographs and elemental distribution

density are shown in Figures (Cu-5-10).

Precipitate-like particles observed in several areas of the

10 w/o product. It was not possible to resolve these features to determine

if they were LaB6 or other La-rich phases.

6. Intermediate compositions of 4 w/o and 6 w/o LaB, in Cu were

melted on a graphite block in H The intent was to learn if greater
2

-n



Fig. Cu-5. 2% LaB 6-Cu. Randomly Oriented LaB 6 .Needles in
Sample 11-10-79.

Fig.Cu-. 2 La6 -Cu. 50OX of LaB6 Needles in Sample 11-10-79.
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I.

Fig. Cu-7. 10% LaB 6-Cu. 200X of Large LaB6 Needles in Sample 11-10-79.
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--concentrations of LaB6 would lead to a greater density of needle--like

L___a6 particles in the product. The 2 W/o appeared to be forming a sorid

solution while the 10 w/o clearly contained a large excess of p'nrc LaB6

particles. Therefore, at some intermediate point, all the LaB6 could

dissolve, then solidify as a eutectic or two-phase system containing

=precipitated LaB6 as needles or blocky particles.

During melting, mixtures with higher LaB6 content -ii, were the

_- more volatile at temperatures above the M.P. Red needl. were i-sible

on product surfaces and some red particles were observed on polished

sections. SEM/Edax data showed that the needles were LaB6.

7. After review of the results of several experiments on alumina

and graphite, a further D.S. run was conducted. A mixture of 2 w/o

-LaB6 in Cu was solidified at 5 cm/hr in a graphite crucible of 1/4" i.d.

Micrographs at 250X and 500X of the product are shown in Figures

(Cu-ll-16). The first zone solidified contained an irregular disper-

sion of LaB6 particles with no -visible microstructural features (Figures

11 and 12). At midpoint of the specimen, a sharp phase boundary is seen

(Figures Cu-13-16). Note the distinct dendritic growth present in the

last segment to solidify. Note also the randomly dispersed LaB6 par-

ticles in the dendritic structure. It is suggested that the "dendritic"

region is a eutectic composition for the Cu/LaB6 pseudo-binary system.

Cu has several attractive properties as a matrix for LaB6 emitting

fibers; Cu is ductile, an excellent heat conductor, and relatively

inert to oxidation at low temperatures. Also, electrical contact

to fibers could easily be made via the Cu matrix. Further study of

the LaB6-Cu system will better define the phase diagram. Possibly a
6Z
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Fig. Cu-1. 150X of Sample 1#15-'-80.
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Fig. Cu-13. 50X of Sa,.-ple 415-1-80 at the Interface.

Fig. Cu-14. 15OX of Sample #15-1-80.
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Fig. Cu-15. 150X of Sample #15-1-80 Near Top.

Fig. Cu-16. 150X of Sample 415-1-80 Near the Top.
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study of the LaB6-Cu system will better define the phase diagram.

Possibly a pseudo-binary composition-will be found which can yield

a high density of the observed LaB6 fibers in a composite material.

E
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Summary and Conclusions

During the period covered by this study, the project team conducted
directional growth experiments for LaB 6-B, u, Ti 2 "

and LaB6-Ni systems, seeking regular microstructures containing metal-

boride fibers in a stable matrix.

An effort was made to identify lower melting metal matrix systems

containing LaB6 fibers. The presence of a Ni-TiB 2 eutectic at

12000C suggested that eutectic exists for LaB6 with Ni or other

metallic elements. Experimentation is much easier and a metallic

matrix has desirable electrical conductivity and mechanical ductility.

Much of the effort during this study has gone toward development of

suitable preparation and analysis techniques in the several eutectic

systems listed above. For the lower melting systems such as TiB 2 - Ni,

alumina or sapphire tubes were used for melting and directional growth.

For the higher melting temperature of LaB6-B, the floating zone

technique was used. Many of the boride materials were hard and

required special polishing techniques.

The System LaB6 - B:

This system to date continues to be the most promising of those examined

in this study. Attempts were made to directionally solidify lanthanum

hexaboride as uniformly spaced rods, less than one micron in diameter,

in a boron matrix. Lanthanum hexaboride and boron powders were combined

in a near eutectic mixture, formed into right circular cylinders and

melted by RF induction heating in a pure hydrogen atmosphere using a

modified internal zone melting technique.
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Ball milling, uniaxial cold pressing, isostatic pressing, hot pressing

and electric arc melting were investigated as possible means of

increasing the sample density before melting in the RF induction

furnace. RF coupling was achieved directly in the hot pressed pellet,

and indirectly through the use of molybdenum pre-heater in the

uniaxiaiiy cold pressed Oellets. internal zone melting and various

conventional crucible materials were tried.

Directional growth was observed in the pellets which were uniaxially

cold pressed and pre-heated-with a molybdenum pre-heater. Lanthanum

hexaboride fibers with an k/d ratio of about ten to one and'other

forms of aligned microstructures were observed in selected areas of

the pellet.

The System Fe2B-Fe:

Early D. S. experiments yielded an aligned Fe2B phase in a Fe matrix.

Additional experiments in larger alumina tubes yielded somewhat more

regular Fe2B structures in both longitudinal and transverse cross

section. This composite could be advanced to preliminary vacuum

emission tests at this point. However, the properties of Fe2B are

hot as desirable as LaB6 and other borides for electron emission

applications.

The System LaB6-Cu:

A survey of several cu-rich mixtures was made by melting mixtures

of powder and examining by optical and SEM methods. LaB6 is stable

in contact with liquid copper, limited solubility occurs, and needle-

like LaB6 crystals were observed in two cases. it is felt that this

system deserves further study.
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The System TiB 2-Ni:

=- The reported eutectic behavior of a 3.5 w/o TiB. in Ni has been

examined by directional growth at several rates. To date, the system

shows evidence of aligned microstructures. Additional tests should

be made to search for conditions which promote aligned TiB 2 phases.

The System LaB6-Ni:

The presence of LaB6 phases in apparent equilibrium with Ni strongly

suggests that a eutectic LaB6-Ni composition can be identified as has

been done in the case of TiB 2 -Ni. Aligned microstructures were

observed in D.S. specimens containing LaB6 and Ni as starting material.

It is suggested that further phase studies of this system could result

=in composite material with potential as cathode element.

The directional solidification method apparently can be used as a tool

for study of liquidus curves of unknown systems. It was repeatedly

observed that the D.S. product from a two-phase region "deposits"

a sequence of phases in layer fashion along the growth axis. The D.S.

product can reveal the presence of congruent phases and thereby make

possible an estimate of the phase diagram.
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2. Pages I through 48 should be referenced to:
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